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§126.230 How to obtain or renew.

(a) A builder, owner, master, or oper-
ator may begin to obtain or to renew a
Certificate of Inspection by submitting
an ‘““‘Application for Inspection of U.S.
Vessel,”” Form CG-3752, to the OCMI of
the marine inspection zone in which
the inspection is to be made. Form CG-
3752 is available from any Marine Safe-
ty or Marine Inspection Office of the
U.S. Coast Guard.

(b) The application for initial inspec-
tion of an OSV being newly con-
structed or undergoing a major conver-
sion must be submitted before the start
of construction or conversion.

(c) The construction, arrangement,
and equipment of each OSV must be ac-
ceptable to the cognizant OCMI for the
issuance of the initial Certificate of In-
spection. Acceptance depends on the
information, specifications, drawings,
and calculations available to this
OCMI, and on the successful comple-
tion of the initial inspection for certifi-
cation.

(d) A Certificate of Inspection is re-
newed by the issuance of a new Certifi-
cate of Inspection.

(e) The condition of the OSV and its
equipment must be acceptable to the
cognizant OCMI for the renewal of the
Certificate of Inspection. Acceptance
depends on the condition of the vessel
as found at the periodic inspection for
certification.

§126.240 Posting.

The Certificate of Inspection must be
framed under glass or other suitable
transparent material and posted in a
conspicuous place aboard the OSV so
that each page is visible.

§126.250 Period of validity.

(a) A Certificate of Inspection is
valid for 2 years.

(b) A Certificate of Inspection may be
suspended and withdrawn or revoked
by the cognizant OCMI at any time for
noncompliance with the requirements
of this subchapter or other applicable
laws.

§126.260 Temporary Certificate.

If necessary to prevent delay of the
OSsV, a “Temporary Certificate of In-
spection,” Form CG-854, containing in-

§126.320

formation listed by §126.220 may be
issued pending the issuance and deliv-
ery of the regular Certificate of Inspec-
tion. A Temporary Certificate must be
carried in the same manner as the reg-
ular Certificate.

§126.270 Amendment.

(a) An amended Certificate of Inspec-
tion may be issued at any time by any
OCMI. The amended Certificate of In-
spection replaces the original, but the
expiration date remains the same as
that of the original. An amended Cer-
tificate of Inspection may be issued to
authorize and record a change in the
dimensions, gross tonnage, owner, op-
erator, manning, offshore workers per-
mitted, route permitted, conditions of
operations, equipment, or the like from
that specified in the current Certifi-
cate of Inspection.

(b) A request for an amended Certifi-
cate of Inspection must be made to the
cognizant OCMI by the owner or opera-
tor of the vessel at any time there is a
change in the character of a vessel or
in its route, equipment, ownership, op-
eration, or similar factors specified in
its current Certificate of Inspection.

(c) The cognizant OCMI may require
an inspection before issuing an amend-
ed Certificate of Inspection.

Subpart C—lInitial Inspection

8§126.310 Prerequisite to Certificate of
Inspection.

The initial inspection is a pre-
requisite to the issuance of the original
Certificate of Inspection.

§126.320 When made.

(a) No initial inspection occurs until
after receipt of the written application
of the owner or builder of the vessel to
the OCMI in whose zone the vessel is
located. The application must be on
Form CG-3752, ‘““‘Application for Inspec-
tion of U.S. Vessel.”

(b) The initial inspection occurs at a
time and place agreed to by the party
requesting the inspection and by the
cognizant OCMI. The owner or the
builder, or a representative of either,
must be present during the inspection.
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